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MP-US OC

MM-channels MM-WN M10   

MQ- (all galvanized,-F,-HDG,-F/ZM)   
HS- (pregalv, HDG)  MQM-M10, MQM-M10-F 
MQK- (all galvanized,-F,-HDG) MQM-3/8", MQM-F3/8"-F HDG
HS-B2B-(all)  

MT-30, -40, -40D, -50, -60 MT-TL-M10, MT-TL-M10-OC
(all pregalv and OC)
MT-BR-30, -40, -40D MT-TL 3/8", MT-TL 3/8" OC

MIQ-90 MIQM-M10 
 MIQM-3/8"

min (t+t1+L)
t

SSK M10, SSK-F M10, 3/8”  
MT-TLB, MT-TLB-OC

MT-TFB-OC

90°

90°

1

1

2

2

MT-70, -80, -90, -100 (all OC) MT-TFB OC -  

UL

MT-U-GL1 OC ≥ M10x25-F, MT-TLB-OC M10-SL OC, M10-F
 ≥ 3/8"x1-1/4" 3/8"-F   

MT-ZW M10 OC, Ø 10x40
t ≥ 3 mm / 1/8"

MQM, MT-TL, MIQM, MM-WN

MP-US  
t1: ≤90mm = 2.5mm, >90mm = 3mm

SW

t1

L

8.8

MT-ZW M10 OC

SW 8.8

FP*

MP-US OC
1/2" - 12"

MP-US OC
3/8" - 12"

≤MP-US 10" = 10Nm (8ft-lb)
MP-US 12" = 30Nm (22ft-lb)

MP-US OC
3/4" - 2"

G420030

0 mm

0 mm

0 mm

0 mm

*FP= Fixed Point / Fixpunkt

APPROVED

MP-US OC
1/2" - 12"

MP-US OC
3/8" - 12"

MP-US OC
3/4" - 2"

G420030

MP-US OC
1/2" - 12"

MP-US OC
3/8" - 12"

G420030

APPROVED

≤MP-US 10" = 10Nm (8ft-lb)
MP-US 12" = 30Nm (22ft-lb)

≤MP-US 10" = 10Nm (8ft-lb)
MP-US 12" = 30Nm (22ft-lb)

VDS: CEA 4001
FM: Datasheet 2.0
NFPA: NFPA13


