
Technical data
Material composition DX51D-ZM300 – EN 10346:2015
Base material Steel, Concrete, Wood
Insulation without
Coating material Zinc-Magnesium coating
Approvals VdS, UL/NFPA, FM

Applications
■ Universal pipe fixation up to 12”
■ Single point fixation for Sprinkler applications
■ Installation of non-insulated pipes in industrial environment

Advantages
■ Suitable for suspended or standing installation applications
■ Compatible with C-Channels, girders and brackets
■ Approved for sprinkler applications under VdS
■ Approved for sprinkler applications under UL / NFPA
■ Approved for sprinkler applications under FM
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MP-US OC

MM-channels MM-WN M10   

MQ- (all galvanized,-F,-HDG,-F/ZM)   
HS- (pregalv, HDG)  MQM-M10, MQM-M10-F 
MQK- (all galvanized,-F,-HDG) MQM-3/8", MQM-F3/8"-F HDG
HS-B2B-(all)  

MT-30, -40, -40D, -50, -60 MT-TL-M10, MT-TL-M10-OC
(all pregalv and OC)
MT-BR-30, -40, -40D MT-TL 3/8", MT-TL 3/8" OC
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MT-70, -80, -90, -100 (all OC) MT-TFB OC -  

UL

MT-U-GL1 OC ≥ M10x25-F, MT-TLB-OC M10-SL OC, M10-F
 ≥ 3/8"x1-1/4" 3/8"-F   

MT-ZW M10 OC, Ø 10x40
t ≥ 3 mm / 1/8"

MQM, MT-TL, MIQM, MM-WN

MP-US  
t1: ≤90mm = 2.5mm, >90mm = 3mm

SW

t1

L

8.8

MT-ZW M10 OC

SW 8.8

FP*

MP-US OC
1/2" - 12"

MP-US OC
3/8" - 12"

≤MP-US 10" = 10Nm (8ft-lb)
MP-US 12" = 30Nm (22ft-lb)

MP-US OC
3/4" - 2"

G420030

0 mm

0 mm

0 mm

0 mm

*FP= Fixed Point / Fixpunkt

APPROVED

MP-US OC
1/2" - 12"

MP-US OC
3/8" - 12"

MP-US OC
3/4" - 2"

G420030

MP-US OC
1/2" - 12"

MP-US OC
3/8" - 12"

G420030

APPROVED

≤MP-US 10" = 10Nm (8ft-lb)
MP-US 12" = 30Nm (22ft-lb)

≤MP-US 10" = 10Nm (8ft-lb)
MP-US 12" = 30Nm (22ft-lb)

VDS: CEA 4001
FM: Datasheet 2.0
NFPA: NFPA13

Item Description Nominal pipe size 
(imperial)

Diameter D A B H b s Pack size Item Number

MP-US 18 3/8" OC 3/8 in 19,6 mm 80.6 mm 129 mm 16 mm 30 mm 2,5 mm 40 Pcs 2288314

MP-US 22 1/2" OC 1/2 in 23,7 mm 84.7 mm 133 mm 20 mm 30 mm 2,5 mm 40 Pcs 2288315

MP-US 28 3/4" OC 3/4 in 29,3 mm 90.3 mm 138 mm 25 mm 30 mm 2,5 mm 40 Pcs 2288316

MP-US 34 1" OC 1 in 36,1 mm 97.1 mm 145 mm 32 mm 30 mm 2,5 mm 20 Pcs 2288317

MP-US 43 1-1/4" OC 1-1/4 in 44,8 mm 105,8 mm 154 mm 41 mm 30 mm 2,5 mm 20 Pcs 2288318

MP-US 49 1-1/2" OC 1-1/2 in 51,1 mm 112,1 mm 160 mm 46 mm 30 mm 2,5 mm 20 Pcs 2288319

MP-US 61 2" OC 2 in 63,1 mm 124,1 mm 172 mm 58 mm 30 mm 2,5 mm 20 Pcs 2288370

MP-US 77 2-1/2" OC 2-1/2 in 78,9 mm 139,9 mm 188 mm 74 mm 30 mm 2,5 mm 10 Pcs 2288371

MP-US 90 3" OC 3 in 91,7 mm 152,7 mm 201 mm 87 mm 30 mm 2,5 mm 10 Pcs 2288372

MP-US 102 3-1/2" OC 3-1/2 in 104,4 mm 175,4 mm 230 mm 99 mm 40 mm 3 mm 10 Pcs 2288373

MP-US 108 4" OC 4 in 110,8 mm 181,1 mm 237 mm 106 mm 40 mm 3 mm 10 Pcs 2288769

MP-US 115 4" OC 4 in 117,9 mm 188,9 mm 244 mm 112 mm 40 mm 3 mm 10 Pcs 2288374

MP-US 133 OC 136,6 mm 207,6 mm 263 mm 131 mm 40 mm 3 mm 10 Pcs 2288768

MP-US 139 5" OC 5 in 143,4 mm 214,4 mm 269 mm 138 mm 40 mm 3 mm 10 Pcs 2288950

MP-US 159 6" OC 6 in 162,6 mm 243,6 mm 299 mm 157 mm 40 mm 3 mm 2 Pcs 2288951

MP-US 169 6" OC 6 in 171,9 mm 252,9 mm 308 mm 166 mm 40 mm 3 mm 2 Pcs 2288376

MP-US 221 8" OC 8 in 223,5 mm 314,5 mm 370 mm 217 mm 40 mm 3 mm 2 Pcs 2288377

MP-US 275 10" OC 10 in 277,4 mm 379,4 mm 443 mm 270 mm 50 mm 3 mm 2 Pcs 2288378

MP-US 326 12" OC 12 in 328,3 mm 430,3 mm 494 mm 321 mm 50 mm 3 mm 2 Pcs 2288379

Pipe Strap MP-US OC
Pipe straps with external coating for universal piping applications
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